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ULTRAGUARD SS -316 


COIL COATINGS
HVAC-R Energy Saving Coil Corrosion Protection System

DESCRIPTION


UltraGuard Elite SS - 316 is a single package, water reducible, acrylic 




emulsion pigmented with alloy 316 stainless steel flakes to ensure 




optimal guaranteed heat transfer. It is non-flammable, low VOC, and 




offers high corrosion resistance and long term durability.  

USES



UltraGuard Elite SS - 316 is a liquid stainless steel coating that is engineered 




for use as an energy efficient protective coating for copper/copper, 




copper/aluminum and aluminum tube and fin heat exchangers. 




The Armor Guard SS – 316 coating is particularly engineered for corrosion




protection of Micro Channel all aluminum coils to meet all High Efficiency 




Energy Saving Standards. 












APPEARANCE
         

Low sheen metallic gray with other metallic colors available.

PHYSICAL PROPERTIES

  



WEIGHT PER GALLON

    
11.7 lbs.

   



SOLIDS BY WEIGHT


58%

   



SOLIDS BY VOLUME


44%

   



RECOMMENDED DFT


2.5 mils Dry Film Thickness

  



DRY TIMES @ 70F - 80 F

Tack Free  
15-30 minutes

   



FULLY CURED


   
7 days (can be accelerated)

   



DRY HEAT RESISTANCE

350 F

   



SHELF LIFE



2 years

SURFACE PREPARATION



ALUMINUM 


 New surfaces should be washed with UltraGuard BC-4000 Cleaner to ensure all dirt 





 and oil are removed and rinsed well with power washing.

APPLICATION


 Apply only when air and surface temperatures are between 50 F and 




100 F and surface temperature is at least 5 F above the dew point.

SAFETY INFORMATION


VOC


39 grams per liter less water.


FLASH POINT

Non-Flammable


USDA


Authorized by USDA for use in federally inspected meat and poultry plants

CHEMICAL RESISTANCE




UltraGuard Elite SS - 316 withstands almost all chemical vapor conditions.





A separate resistance list is available.
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QUALITY STANDARDS
UltraGuard Elite SS - 316 has a Standard 5 year corrosion warranty 

subject to maintenance as detailed in the maintenance requirements

specific for each project.




UltraGuard Elite SS - 316 has been extensively tested to some of the 
following standards:

Impact Resistance ASTM D2794-93: 

160”# Direct, 160”# Reverse

Cross Hatch Adhesion ASTM D3359:
             Rates 5B on steel and aluminum

Pencil Hardness ASTM D3363: 


3H

Mandrel Bend ASTM D522:


Pass 3/16 Bend

Sag Resistance ASTM D4400: 


No sag at 12 mils

Weathering ASTM D3051: 


No loss of gloss, blisters or 
corrosion after 1500 hours

Humidity ASTM D4585: 



No blisters after 1000 hours
Specialized "Water-Borne" high performance Metallic Paint Coatings 
offered under the name of ULTRAGUARD ™. Each of our unique 
formulations is heavily pigmented with 316 Stainless Steel flakes to 
provide outstanding corrosion resistance and maximum long term 
protection and durability under extreme exposure. Since Stainless 
Steel is essentially inert; it provides resistance to harmful effects of 
ultraviolet rays, chemicals, oils, alkalis, food acids, water immersion, 
abrasion, and high-pressure wash down.
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